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Item shown above is the top of the line model with complete accessories. 
Specifications of item ordered / delivered eventually may vary.

Superior Infection Control

Right Safe Warming Where It Matters

Exceptional Space To Manuever In 
Case Of Emergency Procedures

Plug & Play Upgrading

POLYTREND
Neonatal Incubators



POLYTREND
Neonatal Incubators

Technical Specification
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CE MARK

MOBILE OR TRANSPORT

TEMPERATURE CONTROL

Air:

Range (increments):

Skin:

Range (increments):

TEMPERATURE DISPLAY

Air temp.:

Skin temp.:

Peripheric skin temp.:

TRENDS VISUALIZATION

RELATIVE HUMIDITY DISPLAY

RELATIVE HUMIDITY CONTROL

OXYGEN CONCENTRATION DISPLAY

OXYGEN CONCENTRATION CONTROL

O2 inlet ports/ controllers:

Servo control (OPTIONAL):

ALARMS - VISIBLE AND ACOUSTIC

Low heart rate

High heart rate

Low Sp02

High Sp02

High air temperature

Low air temperature

High skin temperature

Low skin temperature

Fan failure

Air probe failure

Skin probe failure

Probe disconnection

Max temperature

Power failure

High oxygen concentration

Low oxygen concentration

High humidity

Low humidity

Sp02 - Heart rate

BACKUP THERMOSTAT

HEATER POWER INDICATOR

HAND PORTS

TUBING PORTS

PHOTOTHERAPY

INTERNAL NOISE

LINE POWER

INTERNAL BATTERY

DOUBLE WALL

BABY SCALE

DIMENSIONS
Incubator hood, W x D x H

Vertical hood to mattress distance

Mattress, W x D

Castors diameter

WEIGHT

Yes

Mobile

Servo control

20-38OC override 39OC (0.1OC)

Servo control

25-38OC override 39OC (0.1OC)

LCD

Range: 12 - 45OC

Range: 12 - 45OC

Range: 12 - 45OC

Relative Humidity,

LCD

Range: 10 - 90 %

-

-

-

-

-

-

-

-

-

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

-

-

Yes

Yes

-

Yes

Vertical bar, 10% increments

2 main doors, 6 port holes

2 respiratory, 7 accessory

Optional

<45 dB

220V 50/60 Hz

4.8 V backup for power

failure alarm

Optional

Optional

81 x 62 x 69 cm

45 cm

60 x 35 cm

10 cm

32 kg

Yes

Mobile

Servo control

20-38OC override 39OC (0.1OC)

Servo control

25-38OC override 39OC (0.1OC)

LCD

Range: 12 - 45OC

Range: 12 - 45OC

Range: 12 - 45OC

Relative Humidity,

Oxygen Concentration (opt)

LCD

Range: 10 - 90 %

-

LCD

Range: 21 - 99 %

2/ maximum 31% and 52%

-

-

-

-

-

-

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Optional

Optional

Yes

Yes

-

Yes

Vertical bar, 10% increments

2 main doors, 6 port holes

2 respiratory, 7 accessory

Optional

<45 dB

220V 50/60 Hz

4.8 V backup for power

failure alarm

Optional

Optional

81 x 62 x 69 cm

45 cm

60 x 35 cm

10 cm

32 kg

�����

Yes

Mobile

Servo control

20-38OC override 39OC (0.1OC)

Servo control

25-38OC override 39OC (0.1OC)

LCD

Range: 12 - 45OC

Range: 12 - 45OC

Range: 12 - 45OC

Relative Humidity

LCD

Range: 10 - 90 %

Optional

Range: 15 - 90%

-

-

-

-

-

-

-

-

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

-

-

Yes

Yes

-

Yes

Vertical bar, 10% increments

2 main doors, 6 port holes

2 respiratory, 7 accessory

Optional

<45 dB

220V 50/60 Hz

4.8 V backup for power

failure alarm

Optional

Optional

81 x 62 x 69 cm

45 cm

60 x 35 cm

10 cm

32 kg
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Yes

Mobile

Servo control

20-38OC override 39OC (0.1OC)

Servo control

25-38OC override 39OC (0.1OC)

LCD

Range: 12 - 45OC

Range: 12 - 45OC

Range: 12 - 45OC

Relative Humidity

Oxygen Concentration (opt)

LCD

Range: 10 - 90 %

-

LCD

Range: 21 - 99%

2/ maximum 31% and 52%

21-52% in incubator hood

21 - 100% in oxygen hood

-

-

-

-

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Optional

Optional

Yes

Yes

-

Yes

Vertical bar, 10% increments

2 main doors, 6 port holes

2 respiratory, 7 accessory

Optional

<45 dB

220V 50/60 Hz

4.8 V backup for power

failure alarm

Optional

Optional

81 x 62 x 69 cm

45 cm

60 x 35 cm

10 cm

32 kg
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Yes

Mobile

Servo control

20-38OC override 39OC (0.1OC)

Servo control

25-38OC override 39OC (0.1OC)

LCD

Range: 12 - 45OC

Range: 12 - 45OC

Range: 12 - 45OC

Relative Humidity

Oxygen Concentration (opt)

LCD

Range: 10 - 90 %

Optional

Range: 15 - 90%

LCD

Range: 21 - 99%

2/ maximum 31% and 52%

-

-

-

-

-

-

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Optional

Optional

Yes

Yes

-

Yes

Vertical bar, 10% increments

2 main doors, 6 port holes

2 respiratory, 7 accessory

Optional

<45 dB

220V 50/60 Hz

4.8 V backup for power

failure alarm

Optional

Optional

81 x 62 x 69 cm

45 cm

60 x 35 cm

10 cm

32 kg
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Yes

Mobile

Servo control

20-38OC override 39OC (0.1OC)

Servo control

25-38OC override 39OC (0.1OC)

LCD

Range: 12 - 45OC

Range: 12 - 45OC

Range: 12 - 45OC

Relative Humidity

Oxygen Concentration (opt)

SpO2 (opt)

Heart rate (opt)

LCD

Range: 10 - 90%

Optional

Range: 15 - 90 %

LCD

Range: 21 - 99%

2/ maximum 31% and 52%

21-52% in incubator hood

21-100% in oxygen hood

Optional

Optional

Optional

Optional

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Optional

Optional

Yes

Yes

Optional

Yes

Vertical bar, 10% increments

2 main doors, 6 port holes

2 respiratory, 7 accessory

Optional

<45 dB

220V 50/60 Hz

4.8 V backup for power

failure alarm

Optional

Optional

81 x 62 x 69 cm

45 cm

60 x 35 cm

10 cm

32 kg
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Hood, base, and main components are injection-moulded polycarbonate; tilt bed positioning; no glued parts, rough edges; easily assembled and disassembled; “Hot Spot” 
infrared hood heating system (optional) for VLBW infants or when doors are opened. Meets requirements of CEI 62.22 and IEC 601 - 2 - 19.2

OTHER SPECIFICATIONS
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Save your Premies from infection risks
How does Ginevri Polytrend assure Superior Infection Control?

Hood Material: Space Age Highly Break resistant Polycarbonate - Avoids 
Microcracks where bacteria can lodge.

Constructions: Single piece hood without inside sharp corners for 100% 
thorough cleaning / wiping.

Sterilizing Process: Option to Autoclave whole unit with just the control 
panel removed.

By Engineering it into its every incubator in past 30 years.

Warm your Premies the right way
How does Ginevri Polytrend assure Right Safe Warming where it matters?

Air Introduction Velocity: 36 liters per minute allowing for Zero abrasion 
on the baby skin.

Vents running along all the sides: total of 118 micro slit vents for Gentle, 
well spread out released air carrying warmth and oxygen into incubator.

Predictable Thermal Isolation: Consistent Warmth directed at the very area 
where the baby is in the incubator.

By Designing its incubator with Struggling baby completely in mind.

Ginevri is future proofed with assured low cost of ownership across a long time.

What makes Ginevri Polytrend the better investment?

Track Record: Over 2 decade old Ginevri incubators are still in use in Italy 
today.

Future Developments: Options for upgrades are simply in terms of replacing 
the control panel on plug and play basis.

Hassle Free Use: Self Calibrating, Robust Material, Minimized downtime 
given back up operations possible with simply momentary placement of 
service control panel.

3 things come to mind - Track Record, Future Developments & Hassle Free Use

Give Premies full emergency care
How much space are we really talking about w/ regards to Ginevri Incubators?

Inside Dimensions: 69 cm high x 81 cm long x 62 cm deep. This is the 
biggest of internal space of any incubator in its class.

Door Opening: Doors on both sides can have as much as 66 cm 
x 36 cm opening.

Pull out tray: Need to resuscitate asap, just pull the bed tray halfway out 
to have a steady, stable, spacious area to work.

Unquestionably a lot!



POLYTREND
Neonatal Incubators

Trolleys and Accessories

The trolleys, with their innovative and ergonomic design, are made of treated stainless steel. The base’s side panels 
are made of polycarbonate and the handles are fabricated with stainless steel also, resistant to inevitable bumps and 
scrapes. On both the short sides sliding service trays can be equipped. Service drawers can also be equipped below 
the trolley. The trolley can be either height adjustable by a foot pedal control or fixed height.

IV Pole Microclimate hood
with bed sheet

UPS Skin probe

Remote Monitor BILLA Scale Oxygen Sensor Drawer

Shelf Air Filters Integrated Pulse Oxymeter 
(NELLCOR technology)

Gel Sticker (2 and 3 cm 
diameter) (24 pcs)

Warming our
Premies is essential.

The right way, of course

with Ginevri Polytrend!
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